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Indicator Light series
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“ZH" HEERESHT

FTEERT Light voltage code

ESXBIE: 4. %, &, A. &E. # Color of pilot light: red, green,

yellow, white, blue, orange

I T5R4#& Details refers to below table

HPMEKSRTE—FTRRTHAREINE, n “S” FABEE, T “S” FARER,
Aux code indicate same top, different shape. No letter for standard type, "S" for short type
HAMERR S (RRFEBR~T) Basis code (for top dimension), ®16, ®22, ®25, O30
ESATES(H ELiBRBNERRARM LENRBSARATDEH)

Type (approved by Shanghai Electrical Appliance Scientific Research institution,
monopoly for Shanghai Shuangke Electrical CO.LTD.)

Marking out "ZH" when combined indicator lamp

“K” ARTHESET

Marking out "K" when indicator need anti-interfere

“F” AREEAT Marking out “F” when indicator need dischange
“T” AMKESKT Marking out “T” when indicator need test

“S” AIRFAT Marking out “S” when flashing light

“SS” AN ELT Marking out “SS” when double color light
“S/S” WEIRFKT Marking out “S/S” when bi-color flashing light
“FM” #1832 Marking out “FM” when buzzer

“SM” (IEHEI85

Marking out “SM” when flash buzzer

“W/N” i B feonas

Marking out “W/N” when connect ground indicator

“W/G” BB E R

Marking out “W/G” when Isolation brake position indicator

“W/D” Wi &2 BHETaR

Marking out “W/D” when circuit breaker position indicator

“WY/N” Heith i B $5 R 25

Marking out “WY/N” when connect ground indicator

“WY/G” BREs TR B nae

Marking out “WY/G” when Isolation brake position indicator

“WY/D” Wfi&eR i B S Re

Marking out “WY/D” when circuit breaker position indicator

“WF/N” i BHEmas

Marking out “WY/N” when connect ground indicator

“WF/G” R Tl R E e e

Marking out “WY/G” when Isolation brake position indicator

001

2
3
4
5. 3R =100cd/m?
6
7
8

“WF/D” i i35 il EiE T an

. ISFmtE: 2.5KV(ZRBHIE), 1min,
. BEBE=2MQ

. KRBT RIFEBIERE) +20%

. EL T EFH =30000/)\BF

. HELLIRERIRIEHCTI =600V
. SkEBBAIPZRIPA0, P65, ATEHIIP67
. fERAHEAC50~60Hz

. MERE: -25C ~+55C;
. EREMEE <98%;

Marking out “WY/D” when circuit breaker position indicator

1. Power frequency withstand voltage:2.5kv/1 min (effective AC value)
. Insulation resistance:=2MQ
. Allowable voltage fluctuation : + 20%

. Continuous operating life: =30000h

. CTI=100
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5. Brightness:=100cd/m2
6
7. Protection degree of the head IP 65,IP67 is available on request.
8

+ Applying frequency:AC50~60Hz

1. Ambient temperature:—25C~+55C;
. Relative humidity: <98%;

. Pollution degree is 3,installation group os lIl;

2 2
3. TEMRFNIAER 12-80HZANERE £ 0.7 FHEE 2 T1E; 3. Normally workable when vibration frequency is 2-80Hz with acceleration 0f0.7g;
4, BREHHG, BELIHNE; 4
5 5

< B “TH” FRERIBEFERATEINE T TIE,

www.shkele.com

. “TH” marked can work at damp-heat environment.


















